
UNIQSCAN

Global Leader of Security Metal Detectors and Checkpoint Screening

:Sound & LED alarm: Two Sides LED
indicator easily show where the metal
is ; 5-digits counter: Automatically
count passengers and alarm times

Using waterproof PVC material
PVC door panels,LED on the top unit

Sensitivity adjustable: Each zone has 1000

sensitivity level, Total sensitivity 4095.
18 detecting zones, Simultaneous alarm
from multi- zones.

Anti-interference function, using
advanced interactive transmitting
and receiving to avoid interference.

Easy assembly: portable design,only 4
screws, Simply to follow instruction.
Harmless to human body: is harmless with
heart pacemaker, pregnant women,
magnetic floppy, recording tapes, etc.

Sensitivity Test piece: One yuan Coin,
omnidirectional detection
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Program Self-diagnostic when power
on,no need initial or periodic calibration ;
Modularization design,
easy for maintenance and replacement.

Password protection, only the authorized
person can operate ; Waterproof, can be
used outdoor

Walk Through Metal Detector is mainly used for routine security checking. When the passengers carry metal content over
preset parameters value, the detector will automatically alarm, meanwhile side LED lights will accurately indicate the alarm
location. It greatly helps security guards faster and easier to find out the prohibited metal objects, such as guns, knives,
keys...etc.
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PARAMETERS
•Gross weight: 66KG

•Power Supply: AC100V - 240V / 50 - 60HZ

•Working temperature:-25°C—+ 55°C

•Working Frequency :4KHZ—8KHZ

•Standard External size: 2240mm(H)X960mm(W)X444mm(D)

•Standard Internal size:1980mm(H)X750mm(W)X345mm(D)

•Package size: 2330*350*600mm *lctn
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 SE-SPW-600 Walk Through Metal Detector
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