EC10

Elevator Control Panel

EX16

Elevator Floor Extension Board 1 |

Designing specifically for elevator control, the
EC10 panel and EX16 floor extension boards
provide customers with the most secured,
scalable, versatile and affordable access control
solutions available today.

Floor access can be restricted based on

various user credentials, including fingerprint,
proximity card and/or password. Pre-defined
time schedules can also be used to control floor

access. During normal visits/business hours,

unrestricted floor access can also be permitted
(aka Passage mode).
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The EC10 Elevator Control Panel can restrict
access up to ten floors. The EX16 Elevator

Floor Extension Board restricts access up to an
additional sixteen floors. Each EC10 can support
up to three EX16 boards. When combining
together, a total fifty eight (58) floors can be
controlled with a single EC10 bundle. Note EC10
panels can be daisy-chained together to control
as many floors as desired.

Our powerful yet easy to use software makes the
Elevator Control System very easy to manage.
SDKis available for software companies which
desire to integrate with the system.




Specifications

EC10
Floor Button Control Relay | 10
Fingerprint Capacity | 3000
RFID Card Capacity | 30,000
Event Capacity = 100,000
Power Supply = 12V DC 1A

Communication to PC

TCP/IP, RS485

Optional Accessories

FR1200

ZKTeco Inc.

ZK Mansion, Wuhe Rd, Gangtou, Bantian, Buji Town,
Longgang District, Shenzhen China 518129

Tel: 86-755-8960 2345/46/47/48

E-mail: sales@zkteco.com

www.zkteco.com

Communication to EX16 | RS485
Number of supported EX16 | 3
Dimension(LxDxH) | 242mmx95mmx60mm
Net weight | 0.8Kg
EX16
Floor Button Control Relay | 16
Communication to EC10 | RS485
RS485 address | Set by DIP switch
Power Supply = 12V DC 1A
Dimension (LxDxH) = 160mmx106mm
Net weight | 0.2Kg
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Global Offices:

USA: + 1 732-412-6007
EU: 434 916532891

Brazil: +55 31 2515-8326
Thailand: +66-027199154
Mexico: +52-55-52928418
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South Africa: +27 12 259 1047
Egypt: 4201110444134
Dubai: +971 4 6091 310
India: +91 8123536788
Indonesia: +62 21 2921 8949

RFID Reader

ZK4500

Vietnam : +84-0169-5813007
Philippines: +63 9084118832
Russia: +8 915 178-46-81
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